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PRODUCT DATA SHEET

PRODUCT NAME: OMNISPORTS V83

PRODUCT STRUCTURE

K Top Clean XP Crexknoxoncr
NpanoTepauaer cOMLIKENHE, YCTORYHEOCTL KK LAPArHHaM Crabunenacrt pasmepos
npocTora ofcayaneasns
W3KocoycToRumBbIN CROM KananpapuposawHbii cnoit 13 nepepaborannoro MBX
VCkniomTensHan yeToRMNEGCTY K H3HOCY. NCKNIONHUT N bHAR NPOMHECTS, BE3ONICHOCTL 1
NPOUHTCTE CAOPTHBHUX N0N10B CHUMENVE YAADHOTC WyMa
Bepxuun komnakrusiit NBX cnom + Mewars [ Bcnenenusin cnom
WHTEHCHMEHDCTE I{BETOB, YETHOCTH H306DARERNR CHWKENME DACNPOCTPAHENMS 3BYKS
BNR AEPRBARHBIX AM3IANHOE Kpaweht it Croi NEHLI ABIRETCA XMAPHEPOND B NPOUECTE YIAARKN

TECHNICAL/MARKETING PRODUCT CHARACTERISTIC

Resilient Residential PVC floor covering, EN 14904 Standard Surfase for sports
areas
Product characteristics
Overall thickness, mm EN 428 8,3
Wear layer thickness, mm EN 429 0,800
Total mass, g/m2 EN 430 5130
Surface treatment-additional PU protection -
Hygiene Does not contribute to
infection spreading |
Surface treatment-chemical/mechanical embossing normal
Marketing characteristics
Roll length 2,0 m EN 426 20,5 (10-20,5)
Widths required, m EN 426 2
Branded Tarkett
Back printing no
Back embossing yes
Guarantee, year 10
Installation method
Loose lay, double-sided adhesive tape <25 m2
Adhesive > 25 m?
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TARGET PRODUCT CHARACTERISTICS

Physical performance Standard unit Requirements Results
Vertical deformation EN 14809 mm <5,0 2,3 (P2)
Vertical ball rebound EN 12235 % >90 97
Friction EN 13036-4 - 80-110 104
Dimensional stability after EN ISO 23999 % <=04 <=04
exposure to heat
Curling after exposure to heat EN ISO 23999 mm <=8 <=8
Light resistance ISO 105-B02 - 26 26
Chemical resistance EN ISO 26987 - Resistant Resistant
Resistance to wear EN ISO 5470-1 g <1,0 0,07
Specular gloss EN ISO 2813 % <30 23

. . mm <05 0,30
Resistance to a rolling load PN-EN 1569

- No damage No damage

Resistance to indentation NF EN 1516 mm < 0,50 0,46
Possibility to install in rooms with - ) ) LrA
floor heating
Shock absorption NF EN 14808 % 25-75 37 (P2)
Fire resistance EN 13501-1 class - Bfl-s1
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